OTIC Bridge Report 2021 Elmore

21070108 Deck Expansion Joint(s) E The rear (West) expansion joint is failing. There is heavy leaking and debris falling to the
backwall and seat.

21070110 Expansion Joint(s) E There are animal holes in the rear (west) slope protection.
Milepost: 83.3 Description: SFN: 7228597
. Waggoner Road - CR 82 .

Inspection Date: 6/30/2021 8:31:2 Paint Type/ Year:
Latitude 41.448202694 Longitude -83.2599705 IZAEL 2008
Deck Summary: Operational Status: e Beam to I?:csz;lll

eam No.| piy- ist: 3" eam No.| piy- ist- 3"
Substructure Summary: Channel Summary: E Dl 5 DIEE 2 W Dl 5 DIES <
Superstructure Summary: Culverts Summary: Dir: W Dist: 4" Dir: W Dist: 4"
Line ID General Area  Specific Area Dir Deficiency Date Corrected
5041 Approach Slab(s) E Forward (east) slabs have hairline longitudinal cracks and scaling adjacent to

abutment/approach slab joint.

5042 Slab(s) E Rear (west) slabs have longitudinal cracks.

5043 Slab(s) W Forward (east) approach slab is spalled in left lane.

5044 Deck Floor / Slab E Floor has transverse cracks with efflorescence in the third lane portion of deck.

5045 Median E Right (south) face of median barrier has a vertical crack with efflorescence (some horizontal

and shrinkage).

5046 Median W Left (north) face of median barrier has horizontal and full height vertical cracks with
efflorescence.

5047 Median E Median barrier has a large (5 linear foot) spall with exposed rebar due to impact over pier 1.

5048 Median E Median barrier has spall with exposed rebar at toe at forward (east) upper slab/upper
pavement joint.

5049 Railing E Exterior face of right (south) parapet has minor vertical cracks with efflorescence on the bump
out, mostly at the joints.

5050 Railing E Left (north) and Right (south) railing have spalls and exposed reinforcement at forward (east)
abutment expansion joint. (On toe of barrier).
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Exterior face of the left (north) parapet has minor hairline vertical cracks.

Interior face of the left (north) parapet has pitting and vertical cracks with spalled area at
abutment joint.

Rear left (northwest) transition barrier has vertical crack with efflorescence.
Left (north) shoulder has minor scaling.

Forward (east) abutment bearing pedestal 03 is delaminated/spalled and cracked at rear right
(southwest) corner.

Crack in backwall of rear (west) abutment at right (south) end, by beam 08.

Pier 01: Cap between columns 01-02 and 02-03 minor map cracking on underside.

Pier 02: Columns 05-06 has minor map cracking.

Pier 02: Columns 06 and 07 have hairline map cracking on all sides.

Rear right (southwest) wingwall has hairline isolated vertical cracking.

Southeast wingwall cracking with efflorescence along construction joint with cheekwall.

Rear left and forward left (northwest and northeast) wingwall has a full height hairline vertical
crack that travels through the transition barrier.

Rear left (northwest) wingwall has minor leakage through construction joint.
Rear (west) abutment bearing 12 is heavily corroded and floats slightly.
Forward (east) abutment bearings 12-15 are over expanded at 85°F and at 46°F and are off

centered on the masonry plate towards the backwall approximately 1" and anchor bolts have
sheared off.

Forward (east) abutment bearings 12-15 have pack rust and abrasion dust.

Rear (west) abutment bearing 15 floats slightly with abrasion dust.

Rear (west) abutment bearing 16 and 13 has corrosion with minor laminating rust.

Rear (west) abutment bearings 12-15 are over expanded at 85°F and at 45°F, have minor

mutual wear and anchor pins are bent towards the backwall (bearing 15 deflects under live
load).
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5071 Superstructure Bearing Devices W Forward (east) abutment bearing 02 and 04 floating and visibly deflects under live load.

5072 Bearing Devices W Forward (east) abutment bearing 05 masonry plate is not centered. The bearing is overhanging
the pedestal 1 1/4" and the anchor bolt has been sheared off.

5073 Bearing Devices W Forward (east) abutment bearing 06 is slightly contracted (at 45°F, 2020).

5074 Bearing Devices W Forward (east) abutment bearing 03 bottom flange to bearing weld is cracked on southwest
corner.

5075 Bearing Devices W Forward (east) abutment bearings leveling pads have squeezed out throughout.

5076 Bearing Devices W Rear (west) abutment bearings 02, 03 and 05 anchor bolts are broken off.

5077 Bearing Devices W Rear (west) abutment bearings 03 and 05 are floating (...>") and deflect with impact. Back
edges of sole plates overhang ~1".

5078 Bearing Devices W Rear (west) abutment bearings 01 -05 are producing abrasion dust.

5079 Bearing Devices W Rear (west) abutment bearings 02-05 back/side edges of sole plates overhang by up to 1".

5080 PCS E Paint is peeling to bare metal throughout original superstructure (60% overall).

5081 PCS W Paint is peeling throughout (40% overall).

21063010 Deck Expansion Joint(s) E The rear (west) abutment joint leaks. Debris and water were found in bays 9 through 11.

21063012 Substructure Backwalls E There is a full height vertical crack in the rear (west) backwall in bay 15.

21063014 Backwalls E There is a full height vertical crack in the forward (east) backwall in bay 15.

21063016 Slope Protection E There are animal holes in the forward (east) slope protection.

21063018 Deck Expansion Joint(s) E The forward (east) expansion joint is leaking leading to moisture throughout the backwall.
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