
8.5" ASPHALT AND 3.5" GRANULAR BASE (DRILLERS
DESCRIPTION)
HARD, GRAY, SILT AND CLAY, SOME SAND, TRACE
GRAVEL, DAMP

STIFF TO VERY STIFF, BROWN MOTTLED WITH
GRAY AND ORANGISH BROWN, SILTY CLAY, LITTLE
SAND, LITTLE GRAVEL, CONTAINS IRON STAINING,
DAMP TO MOIST

MEDIUM DENSE, ORANGISH BROWN, COARSE AND
FINE SAND, SOME SILT, TRACE CLAY, TRACE
GRAVEL, CONTAINS IRON STAINING, WET
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DRILLING METHOD: 3.25" HSA
START: 12/10/20 END: 12/10/20
PID:

SAMPLING FIRM / LOGGER: NEAS / R. WEBB
DRILLING FIRM / OPERATOR: NEAS / R. WEBB

EOB: 12.5 ft.
HAMMER: CME AUTOMATIC
DRILL RIG: CME 45B

CALIBRATION DATE: 12/5/19
ALIGNMENT: STEARNS RD

SAMPLING METHOD: SPT

PAGE
1 OF 1

EXPLORATION ID
B-004-0-20

ELEVATION: 788.7 (MSL)

PROJECT: STEARNS RD STATION / OFFSET: 112+82, 4' LT.

LAT / LONG: 41.366986, -81.944308

TYPE: SEWER
SFN:

788.7

ENERGY RATIO (%): 81.7

MATERIAL DESCRIPTION
AND NOTES
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NOTES: GROUNDWATER NOT ENCOUNTERED DURING DRILLING. HOLE CAVE-IN AT 8.0'.
ABANDONMENT METHODS, MATERIALS, QUANTITIES: PLACED 0.5 BAG ASPHALT PATCH; SHOVELED   SOIL CUTTINGS
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7.0" ASPHALT AND 5.0" GRANULAR BASE (DRILLERS
DESCRIPTION)
HARD, GRAY AND BROWN BECOMING GRAY, SILT
AND CLAY, SOME SAND, TRACE GRAVEL, DAMP TO
MOIST

HARD, GRAY MOTTLED WITH ORANGISH BROWN,
SILTY CLAY, SOME SAND, TRACE GRAVEL,
CONTAINS IRON STAINING, DAMP

806.9

797.4

795.4

7
12

7
3

4
5

4
4

8
6

5
5

5
7

12

5
7

10

26

12

16

14

26

23

11

44

33

44

72

72

SS-1

SS-2

SS-3

SS-4

SS-5

SS-6

-

4

-

-

6

8

-

5

-

-

7

8

-

21

-

-

17

13

-

32

-

-

38

38

-

38

-

-

32

33

-

31

-

-

27

33

-

17

-

-

16

17

-

14

-

-

11

16

A-6a (V)

A-6a (9)

A-6a (V)

A-6a (V)

A-6a (7)

A-6b (10)

12

19

13

15

13

14

4.50

4.50

4.50

4.50

4.50

4.25

 1100

 -

 -

 -

 -

 -

DRILLING METHOD: 3.25" HSA
START: 12/12/20 END: 12/12/20
PID:

SAMPLING FIRM / LOGGER: NEAS / R. WEBB
DRILLING FIRM / OPERATOR: NEAS / R. WEBB

EOB: 12.5 ft.
HAMMER: CME AUTOMATIC
DRILL RIG: CME 45B

CALIBRATION DATE: 12/5/19
ALIGNMENT: STEARNS RD

SAMPLING METHOD: SPT
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EXPLORATION ID
B-006-0-20

ELEVATION: 807.9 (MSL)

PROJECT: STEARNS RD STATION / OFFSET: 118+89, 5' LT.

LAT / LONG: 41.368653, -81.944294

TYPE: SEWER
SFN:

807.9

ENERGY RATIO (%): 81.7

MATERIAL DESCRIPTION
AND NOTES

ELEV.
DEPTHS SPT/

RQD N60

REC
(%)

SAMPLE
ID GR CS FS SI CL LL PL PI

ODOT
CLASS (GI)WC

GRADATION (%)HP
(tsf)
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NOTES: GROUNDWATER NOT ENCOUNTERED DURING DRILLING. HOLE DID NOT CAVE IN.
ABANDONMENT METHODS, MATERIALS, QUANTITIES: PLACED 0.5 BAG ASPHALT PATCH; SHOVELED   SOIL CUTTINGS
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8.5" ASPHALT (DRILLERS DESCRIPTION)
VERY STIFF TO HARD, BROWN AND GRAY, SILTY
CLAY, SOME SAND, TRACE GRAVEL, CONTAINS
IRON STAINING, DAMP TO MOIST

VERY STIFF, BROWN MOTTLED WITH GRAY AND
ORANGISH BROWN, CLAY, SOME SILT, LITTLE
SAND, TRACE GRAVEL, CONTAINS IRON STAINING,
MOIST

MEDIUM DENSE, ORANGISH BROWN AND GRAY,
STONE FRAGMENTS WITH SAND, TRACE SILT,
TRACE CLAY, CONTAINS IRON STAINING, DAMP
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DRILLING METHOD: 3.25" HSA
START: 12/10/20 END: 12/10/20
PID:

SAMPLING FIRM / LOGGER: NEAS / R. WEBB
DRILLING FIRM / OPERATOR: NEAS / R. WEBB

EOB: 7.5 ft.
HAMMER: CME AUTOMATIC
DRILL RIG: CME 45B

CALIBRATION DATE: 12/5/19
ALIGNMENT: STEARNS RD

SAMPLING METHOD: SPT
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EXPLORATION ID
B-008-0-20

ELEVATION: 791.1 (MSL)

PROJECT: STEARNS RD STATION / OFFSET: 128+54, 6' LT.

LAT / LONG: 41.371302, -81.944267

TYPE: SUBGRADE
SFN:

791.1

ENERGY RATIO (%): 81.7

MATERIAL DESCRIPTION
AND NOTES

ELEV.
DEPTHS SPT/

RQD N60

REC
(%)

SAMPLE
ID GR CS FS SI CL LL PL PI

ODOT
CLASS (GI)WC

GRADATION (%)HP
(tsf)
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NOTES: GROUNDWATER NOT ENCOUNTERED DURING DRILLING. HOLE DID NOT CAVE IN.
ABANDONMENT METHODS, MATERIALS, QUANTITIES: PLACED 0.5 BAG ASPHALT PATCH; SHOVELED   SOIL CUTTINGS
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