OTIC PROJECT NO. 43-23-03
PART B (ADDENDUM NO. 3)

JENNINGS ROAD - SCHADY ROAD TO BAGLEY ROAD
GENERAL NOTES

PLAN ENDORSEMENT

THE MAKING OF THIS IMPROVEMENT WILL NOT REQUIRE THE CLOSING OF ANY HIGHWAYS TO
TRAFFIC AND PROVISIONS FOR THE MAINENANCE AND SAFETY OF TRAFFIC WILL BE AS SET
FORTH IN THE NOTES AND ESTIMATES.

DESCRIPTION OF WORK

THE WORK WITHIN THE LIMITS OF THIS ADDENDUM INVOLVES RESURFACING 0.45 MILES OF
JENNINGS ROAD (CR-234) FROM SCHADY ROAD TO BAGLEY ROAD; INCLUDING PAVEMENT
PLANING OF THE EXISTING ASPHALT SURFACE, REPAIR OF THE FLEXIBLE BASE, APPLICATION OF
A SINGLE CHIP SEAL, CONSTRUCTION OF A UNIFORM THREE INCH (3”) ASPHALT CONCRETE
OVERLAY AND THE INSTALLATION OF PAVEMENT STRIPING & DETECTABLE WARNINGS.

THIS WORK ASSOCIATED WITH JENNINGS ROAD SHALL BE SUBSTANTIALLY COMPLETED BEFORE
DETOURING THROUGH TRAFFIC AS PART OF THE STEARNS ROAD OVERPASS (PART A OF OTIC
PROJECT NO. 43-23-03) AS SHOWN ON SHEET NO. 3 (SEE PLANS FOR PART A).

UTILITIES

NO UTILITIES WILL BE IMPACTED BY THE WORK INVOLVED WITH RESURFACING JENNINGS
ROAD.

CONTINGENCY QUANTITIES

THE CONTRACTOR SHALL NOT ORDER MATERIALS OR PERFORM WORK FOR ITEMS DESIGNATED
BY PLAN NOTE TO BE USED “AS DIRECTED BY THE ENGINEER” UNLESS AUTHORIZED BY THE
ENGINEER. THE ACTUAL WORK LOCATIONS AND QUANTITIES USED FOR SUCH ITEMS SHALL BE
INCORPORATED INTO THE FINAL SUBSIDIARY AGREEMENT GOVERNING COMPLETION OF THIS
PROIJECT.

ITEM 608 - DETECTABLE WARNING

DETECTABLE WARNINGS IN ACCORDANCE WITH BP-7.1 SHALL BE INSTALLED IN REPLACED
SIDEWALK AT THE NORTHWEST AND NORTHEAST CORNERS OF THE INTERSECTION OF SCHADY
ROAD AND JENNINGS ROAD AND AT THE SOUTHEAST AND NORTHEAST CORNERS OF THE
INTERSECTION OF JENNINGS ROAD AND EMERALD OVAL (ON THE EAST SIDE OF JENNINGS ROAD
AT APPROXIMATE STATION 3+86).

THE FOLLOWING WORK ITEMS AND ASSOCIATED QUANTITIES ARE PROVIDED FOR THIS WORK:

ITEM 202 - WALK REMOVED 200 SF
ITEM 608 — 4” CONCRETE WALK, AS PER PLAN 200 SF
ITEM 608 - DETECTABLE WARNING 40 SF
ITEM 642 - CROSSWALK LINE, 12”, TYPE 1 144 FT

ITEM 642 — STOP LINE, TYPE 1 36 FT



ITEM 253 - PAVEMENT REPAIR. AS PER PLAN

ALL PROVISIONS OF ITEM 253 SHALL APPLY EXCEPT AS MODIFIED OR APPENDED HEREIN:

253.02 - REMOVAL OF EXISTING PAVEMENT.

THE ENGINEER WILL DESIGNATE THE LOCATION AND LIMITS OF AREAS TO BE REPAIRED UNDER
THIS ITEM. THE DEPTH OF REMOVAL SHALL BE DETERMINED BY THE ENGINEER. THE
PAVEMENT SHALL BE REMOVED IN A MANNER SUCH THAT NEAT VERTICAL FACES ARE
ESTABLISHED FOR THE ENTIRE PERIMETER OF THE REPAIR AREA. ANY METHOD REQUIRED TO
ESTABLISH THE NEAT VERTICAL FACE (INCLUDING SAW CUTTING) SHALL BE INCLUDED IN THE
COST OF THIS ITEM.

253.03 - PLACEMENT OF ASPHALT CONCRETE (AND AGGREGATE BASE COURSES).

THE ENGINEER WILL SELECT FROM ITEMS 301, 304, AND 441, ALONE OR IN COMBINATION, TO FILL
THE REPAIR AREA. ITEM 304 SHALL BE USED TO REPLACE EXISTING AGGREGATE BASE COURSES
ONLY.

253.04 - METHOD OF MEASUREMENT.

PAYMENT WILL BE MADE AT THE CONTRACT UNIT PRICE BID PER CUBIC YARD FOR ITEM 253 -
PAVEMENT REPAIR, AS PER PLAN.

A QUANTITY FOR THE ABOVE WORK HAS BEEN SHOWN ON ADDENDUM NO. 3 TYPICAL SECTION
SHEET NO. 2 OF 2 FOR USE AS DIRECTED BY THE ENGINEER.

ITEM 254 — PAVEMENT PLANING, ASPHALT CONCRETE, AS PER PLAN

THE CONTRACTOR SHALL SCHEDULE HIS/HER OPERATIONS SUCH THAT THE PROPOSED ASPHALT
CONCRETE INTERMEDIATE COURSE IS PLACED WITHIN SEVEN (7) DAYS OF THE PAVEMENT
PLANING. A BEVELED EDGE SHALL BE INCORPORATED WITH THE PLANING OPERATIONS.

ITEM 617 - COMPACTED AGGREGATE. AS PER PLAN

MATERIAL FOR THIS ITEM SHALL BE LIMITED TO CRUSHED CARBONATE STONE.

PROFILE AND ALIGNMENT

THE PROPOSED PAVEMENT RESURFACING SHALL FOLLOW THE ALIGNMENT AND PROFILE OF
THE EXISTING PAVEMENT. THE PROPOSED ASPHALT CONCRETE OVERLAY SHALL HAVE A
UNIFORM THICKNESS OF THREE INCHES (3”).

LOCAL LAWS, ORDINANCES AND REGULATIONS

IN ACCORDANCE WITH SECTION 107.01 OF THE GENERAL PROVISIONS, THE CONTRACTOR SHALL
STAY FULLY INFORMED OF ALL LOCAL LAWS, ORDINANCES, REGULATIONS, ORDERS AND
DECREES THAT AFFECT THE WORK. IT IS THE CONTRACTOR’S RESPONSIBILITY TO OBSERVE
AND COMPLY WITH ALL SUCH LAWS, ORDINANCES, REGULATIONS, ORDERS AND DECREES AT
NO ADDITIONAL COST TO THE PROJECT/COUNTY.



INSTALLATION OF PERMANENT PAVEMENT MARKINGS (ITEM 642) ON JENNINGS ROAD

THE CONTRACTOR MAY REDUCE THE NUMBER OF THROUGH TRAFFIC LANES BY 50%, AS
DIRECTED BY THE ENGINEER, IN ORDER TO REMOVE PAVEMENT MARKINGS OR WORK ZONE
PAVEMENT MARKINGS AND INSTALL PERMANENT PAVEMENT MARKINGS. HE/SHE SHALL LIMIT
THE AFOREMENTIONED CLOSURE TO BETWEEN THE HOURS OF 9:00 A.M. AND 3:00 P.M. UNLESS
OTHERWISE APPROVED BY THE ENGINEER.

THE FINAL TRAFFIC PAINT PAVEMENT MARKINGS (ITEM 642) SHALL BE PLACED WITHIN TWO (2)
WORKING DAYS AFTER THE FINAL SURFACE COURSE IS COMPLETE.

IF THE FINAL TRAFFIC PAINT PAVEMENT MARKINGS CANNOT BE INSTALLED WITHIN TWO (2)
WORKING DAYS AFTER THE FINAL ASPHALT CONCRETE SURFACE COURSE IS COMPLETE (OR
AFTER A CONCRETE PAVEMENT SURFACE HAS BEEN OPENED TO TRAFFIC), THE CONTRACTOR
SHALL INSTALL CLASS III WORK ZONE PAVEMENT MARKINGS (FULL PATTERN, LOW RATE), PER
CMS 614.11.F.3, AS AN INTERIM PAVEMENT MARKING, AS DIRECTED BY THE ENGINEER. THE FINAL
TRAFFIC PAINT PAVEMENT MARKINGS MUST BE INSTALLED WITHIN 30 DAYS AFTER INSTALLING
ANY REQUIRED CLASS Il WORK ZONE PAVEMENT MARKINGS.

QUANTITIES FOR THE FOLLOWING ARE SHOWN ON SHEET 2 OF 2 OF ADDENDUM NO. 3 PLANS AND
IN THE ABOVE NOTES, AS ESTIMATES OF THE TYPE AND QUANTITY OF THE VARIOUS PAVEMENT
MARKINGS TO BE INSTALLED UNDER ITEM 642:

ITEM 642 — EDGE LINE, 4”, TYPE 1 (MILE)
ITEM 642 — CENTER LINE, TYPE 1 (MILE)
ITEM 642 — STOP LINE, TYPE 1 (FT)
ITEM 642 — CROSSWALK LINE, 12”, TYPE 1 (FT)

PAYMENT SHALL BE BASED ON THE MEASUREMENTS OF THE FINAL QUANTITIES INSTALLED.
ANY INTERIM CLASS III WORK ZONE PAVEMENT MARKINGS REQUIRED WILL BE INCLUDED IN
THE UNIT PRICE BID OF THE PERTINENT 642 ITEMS.

LAYOUT OF PAVEMENT MARKINGS

PAVEMENT MARKING DETAILS FOR JENNINGS ROAD HAS NOT BEEN PROVIDED; INSTEAD, THE
CONTRACTOR, PRIOR TO THE START OF PLANING OPERATIONS, SHALL PREPARE AN INVENTORY
AND LOG OF ALL EXISTING PAVEMENT MARKINGS, INCLUDING LANE WIDTHS, NO PASSING ZONES,
AND CHANNELIZATIONS FOR USE IN THE RESTORING THE MARKINGS AT THE END OF THE
OVERLAY OPERATIONS. HE/SHE SHALL DELIVER TWQ (2) COPIES OF THE INVENTORY AND LOG TO
THE ENGINEER BEFORE BEGINNING ANY PAVEMENT PLANING OPERATIONS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE LAYOUT OF THE VARIOUS FINAL PAVEMENT
MARKINGS, INCLUDING LOCATION OF CENTER LINES AND EDGE LINES ON THE FINAL SURFACE
COURSE, IN ACCORDANCE WITH SECTION 641.06.

UNLESS DIRECTED OTHERWISE BY THE ENGINEER, THE FINAL PAVEMENT MARKINGS SHALL BE
RESTORED IN THEIR ORIGINAL PATTERNS AND LOCATIONS.

THE COST OF LOGGING AND PREMARKING SHALL BE INCLUDED IN THE PRICE BID FOR THE
VARIOUS PAVEMENT MARKING ITEMS. NO SEPARATE PAYMENT WILL BE MADE.



ITEM 614 - MAINTAINING TRAFFIC (Part Width-Flaggers) — JENNINGS ROAD PORTION

THROUGH TRAFFIC SHALL BE MAINTAINED AT ALL TIMES DURING THE RESURFACING OF
JENNINGS ROAD IN ACCORDANCE WITH SECTION 614 AND THE DETAILS AND NOTES ON
STANDARD CONSTRUCTION DRAWINGS MT-97.10 AND MT-97.11.

THE LENGTH AND DURATION OF LANE CLOSURES AND RESTRICTIONS SHALL BE KEPT TO A

MINIMUM CONSISTENT WITH THE SPECIFICATION REQUIREMENTS FOR PROTECTION OF
COMPLETED PAVEMENT COURSES AND SHALL BE AT THE APPROVAL OF THE ENGINEER.

ESTIMATED QUANTITIES FOR MAINTAINING TRAFFIC — JENNINGS ROAD PORTION

THE FOLLOWING ESTIMATED QUANTITIES HAVE BEEN INCLUDED IN THE GENERAL SUMMARY
FOR USE AS DIRECTED BY THE ENGINEER FOR THE MAINTENANCE OF TRAFFIC DURING THE
RESURFACING OF JENNINGS ROAD:

ITEM 614 - WORK ZONE CENTER LINE, CLASS 1, 642 PAINT 0.90 MILE
ITEM 614 — WORK ZONE EDGE LINE, CLASS 1, 4”, 642 PAINT 1.80 MILE
ITEM 614 — WORK ZONE STOP LINE, CLASS 1, 642 PAINT 36 FT

ITEM 614 - WORK ZONE CROSSWALK LINE, CLASS 1, 127, 642 PAINT 144 FT



