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30-0"+ |

SHOULDER
SHOULDER

1000’
(UP TO 5 MILES WHEN USING TC-38 SIGN)

TC-38

WORK BEYOND THE SHOULDER

NOTES:

. IF THE WORK AREA IS IN THE MEDIAN, PLACE AN ADVANCE WARNING SIGN ON THE LEFT AND RIGHT SIDE

OF THE ROADWAY.

. THE ADVANCE WARNING SIGN(S) MAY BE OMITTED WHERE THE WORK AREA IS MORE THAN 15 FEET

FROM THE EDGE OF THE ROADWAY.

. THE ADVANCE WARNING SIGN(S) MAY BE ELIMINATED IF A VEHICLE WITH ACTIVATED AMBER COLORED

HIGH-INTENSITY ROTATING, FLASHING, OSCILLATING, OR STROBE LIGHTS IS USED.

. VEHICLE HAZARD WARNING SIGNALS MAY BE USED TO SUPPLEMENT BUT NOT REPLACE THE AMBER

COLORED HIGH-INTENSITY ROTATING, FLASHING, OSCILLATING, OR STROBE LIGHTS PER TCR-1.

. SEE OTIC STANDARD DRAWING TCR-1 FOR DEFINITIONS.
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STATIONARY SHOULDER CLOSURE

NOTES:

. FOR SHORT DURATION INTERMITTENT CLOSURES, WARNING SIGNS MAY BE OMITTED WHEN THE BARRIER

VEHICLE DISPLAYS AMBER COLORED HIGH-INTENSITY ROTATING, FLASHING, OSCILLATING, OR STROBE
LIGHTS PER TCR-1 IF THE DISTANCE BETWEEN WORK LOCATIONS IS ONE MILE OR MORE, AND IF THE
BARRIER VEHICLE TRAVELS AT VEHICULAR TRAFFIC SPEEDS BETWEEN LOCATIONS.

. VEHICLE HAZARD WARNING SIGNALS MAY BE USED TO SUPPLEMENT BUT NOT REPLACE THE AMBER

COLORED HIGH-INTENSITY, ROTATING, FLASHING, OSCILLATING, OR STROBE LIGHTS.

. IF AN ARROW BOARD IS USED, THE CAUTION MODE SHALL BE USED. THE ARROW BOARD MAY BE

MOUNTED ON THE BARRIER VEHICLE OR IT MAY BE TRAILER MOUNTED.

. CONES SHALL BE SPACED 50 FEET CENTER TO CENTER. CONES MAY BE OMITTED FOR SHORT DURATION

INTERMITTENT ZONES.

SHOULDER

SHOULDER

100'

ARROW BOARD

\ SHADOW VEHICLE

MOBILE OPERATION (SHOULDER)

NOTES:
1. SEE OTIC STANDARD DRAWING TCR-1 FOR DEFINITIONS.
2. SEE OTIC STANDARD DRAWING TCR-2 FOR LEGEND AND DETAILS.

3. THE SHADOW VEHICLE CAN ALSO BE USED AS A WORK VEHICLE.
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MOBILE / SHORT DURATION / SHORT TERM SHOULDER CLOSURE

OHIO
TURNPIKE

OHIO TURNPIKE AND INFRASTRUCTURE COMMISSION

. SEE OTIC STANDARD DRAWING TCR-2 FOR LEGEND AND DETAILS. . IF THE WORK AREA IS IN THE MEDIAN, PLACE AN ADVANCE WARNING SIGN ON THE LEFT AND RIGHT o
SIDE OF THE ROADWAY. ml
. SEE OTIC STANDARD DRAWING TCR-1 FOR DEFINITIONS. O
. SEE OTIC STANDARD DRAWING TCR-2 FOR LEGEND AND DETAILS. I_
. SHORT DURATION INTERMITTENT CLOSURES FOR NON-CONSTRUCTION ACTIVITIES (SURVEYING, =
INSPECTION, ETC.) DO NOT REQUIRE BARRIER VEHICLE OR FLAGGER; HOWEVER, THE WORK VEHICLE o 5
MUST DISPLAY AMBER COLORED HIGH-INTENSITY ROTATING, FLASHING, OSCILLATING OR STROBE LIGHTS. 1 / 2 5 E
2
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SHOULDER
SHOULDER

NOTES:

. FOR SHORT DURATION INTERMITTENT CLOSURES, WARNING SIGNS MAY BE OMITTED WHEN THE BARRIER

VEHICLE DISPLAYS AMBER COLORED HIGH-INTENSITY ROTATING, FLASHING, OSCILLATING, OR STROBE LIGHTS
PER TCR-1, IF THE DISTANCE BETWEEN WORK LOCATIONS IS ONE MILE OR MORE, AND IF THE WORK
VEHICLE TRAVELS AT VEHICULAR TRAFFIC SPEEDS BETWEEN LOCATIONS.

. VEHICLE HAZARD WARNING SIGNALS MAY BE USED TO SUPPLEMENT BUT NOT REPLACE THE AMBER

COLORED HIGH-INTENSITY ROTATING, FLASHING, OSCILLATING, OR STROBE LIGHTS.

IF AN ARROW BOARD IS USED, THE CAUTION MODE SHALL BE USED. THE ARROW BOARD MAY BE MOUNTED
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OHIO TURNPIKE AND INFRASTRUCTURE COMMISSION

ON THE BARRIER VEHICLE OR IT MAY BE TRAILER MOUNTED. NOTES: OI')

. CONES SHALL BE SPACED 50 FEET CENTER TO CENTER. CONES MAY BE OMITTED FOR SHORT DURATION 7 THE DOUBLE ARROW MODE OF THE ARROW BOARD SHALL BE USED. oc

INTERMITTENT ZONES. 2. CONES SHALL BE SPACED 20 FEET CENTER TO CENTER, EXCEPT AS SHOWN. E

. SEE OTIC STANDARD DRAWING TCR-1 FOR DEFINITIONS. 3. SEE OTIC STANDARD DRAWING TCR-1 FOR DEFINITIONS.

. SEE OTIC STANDARD DRAWING TCR-2 FOR LEGEND AND DETAILS. RA MP S H O U L DE R CL OS U R E 4. SEE OTIC STANDARD DRAWING TCR-2 FOR LEGEND AND DETAILS. oE
Tz
2 2 o3
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DOUBLE LANE CLOSURE # L
=
THREE - LANE ROADWAY
LEGEND NOTES: O
|
- SUBSTITUTE "RIGHT LANE CLOSED" SIGNS (TC-2R, TC-5R, TC-4R) FOR "LEFT LANE CLOSED" SIGNS (SHOWN) 1. IN SECTIONS WHERE THE RIGHT LANE IS THE ONLY LANE OPEN TO TRAFFIC, ALL EMERGENCY PARKING I
WHEN RIGHT LANE IS CLOSED. AREAS (EPA) LOCATED WITHIN THE LANE CLOSURE SHALL BE CLOSED, AS FOLLOWS.
o
# - THE BUFFER SPACE SHALL BE KEPT FREE OF WORK ACTIVITIES, EQUIPMENT, VEHICLES AND MATERIALS. - USE 42-INCH CONES OR DRUMS AT TWENTY (20) FOOT ON-CENTER SPACING TO EXTEND THE EDGE OF -—
| SHOULDER LONGITUDINALLY THROUGH THE EPA. 1
£ - IF THE SECOND LANE CLOSURE IS GREATER THAN 1.5 MILES FROM THE FIRST LANE CLOSURE THEN THE o
ZONE SHOULD BE SET AS TWO SINGLE LANE CLOSURES INSTEAD OF A DOUBLE LANE CLOSURE. - COVER ALL SIGNS RELATED TO THE EPA (E.G. "EMERGENCY PARKING ONLY" /"2 HOUR LIMIT", "NO
PARKING EXCEPT FOR EMERGENCY", (®)
"EMERGENCY PARKING 1/2 MILE", ETC.) -
2. FORLEGENDS, DETAILS AND NOTES, SEE OTIC STANDARD DRAWING TCR-2. o
=z
1 / 1 J35E



AutoCAD SHX Text
ROAD WORK AHEAD

AutoCAD SHX Text
SPEED LIMIT

AutoCAD SHX Text
SPEED LIMIT

AutoCAD SHX Text
END ROAD WORK

AutoCAD SHX Text
SPEED LIMIT

AutoCAD SHX Text
ROAD WORK AHEAD

AutoCAD SHX Text
SPEED LIMIT

AutoCAD SHX Text
SPEED LIMIT

AutoCAD SHX Text
END ROAD WORK

AutoCAD SHX Text
SPEED LIMIT


	as-1-2019-12-31
	Sheets and Views
	Sheet 1


	cb-1-2019-12-31
	Sheets and Views
	Sheet
	SHEET



	cl-1-2020-01-15
	Sheets and Views
	STANDARD SHEET


	cl-2-2020-01-15
	Sheets and Views
	CL-2


	dj-1-2019-12-31
	Sheets and Views
	STANDARD SHEET
	PLOT



	dj-2-2017-10-20
	dj-3-2017-10-20
	dj-5-2017-10-20
	tc-3-2017-10-20
	Sheets and Views
	Sheet 1


	tcr-1-2017-10-20
	Sheets and Views
	Sheet 1


	tcr-2-2017-10-20
	Sheets and Views
	TCR-2


	tcr-9-2017-10-20
	Sheets and Views
	SHEET 1


	tcr-10-2017-10-20
	Sheets and Views
	TCR-10


	tcr-14-2019-12-31
	Sheets and Views
	TCR-14


	tcr-15-2017-10-20
	Sheets and Views
	TCR-15





