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OHIO TURNPIKE AND INFRASTRUCTURE COMMISSION
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TRANSVERSE SECTION - EASTBOUND MINIMUM LAP SPLICES o
(LOOKING UPSTATION) #4 BARS = 1-11" I
| NOTES #5 BARS = 3-2" (e}
€ OHIO TURNPIKE =~ > € OHIO TURNPIKE #6 BARS = 3-10"
5604, S605, s SIS r 1. FOR DECK SLAB PLAN, SEE SHEET 12 OF 15, ~
S606 OR S607 9"(TYP) SIS T
2" 10", 8" GFRP BAR () 2. FOR ABUTMENT SLAB DETAILS, SEE SHEET 7 OF 15. -
(TYP. OF 5) 4"(TYP.) =
GFRP BAR o — - 3. FOR DECK JOINT DETAILS, SEE OTIC STANDARD DRAWINGS DJ-1 AND DJ-2.
(TYP. OF 3) —— S515, S516, 2 (1vP) Ng |
S502 OR 517 OR 8518 ‘ L B AL 4. FOR DETAILS OF 42" SBR-1-13 PARAPET, SEE ODOT STANDARD DRAWING SBR-1-13.
S506 (TYP. _—— S515, S516 (TYP.) ‘-
(TYP) 517 0R % _ ss10(7vP,) . 5. LONGITUDINAL AND TRANSVERSE CONSTRUCTION JOINTS SHALL BE TREATED IN ACCORDANCE WITH ITEM SP =4
5518 (TvP.) ' 1 516B-SEALING OF CONSTRUCTION JOINTS. < o
5502 OR _— S509(TYP.) N | N S
506 (TYP) | 7(1vP,) = 6. PROVIDE (5) 4-6" LONG, ¥" DIAMETER GLASS FIBER o S
: REINFORCED POLYMER (GFRP) STIFFENING REINFORCEMENTS ¥ &
5602 < = AT EACH MEDIAN BARRIER DEFLECTION JOINT AND (3) FOR FASCIA PARAPETS TO LAP WITH THE S515, $516, 517, 8518, | = ©
- LEVEL - SS08(TYP) [+ T 5604, S605, S606 OR S607 BARS. SEE ODOT STANDARD DRAWING SBR-1-13 FOR ADDITIONAL DETAILS OF THE STIFFENING | © ..
CONSTRUCTION O — S511(TYP)[ = S REINFORCEMENT INSTALLATION. PAYMENT FOR FURNISHING AND INSTALLING THE GLASS FIBER REINFORCED POLYMER | W M
§601 2o . JOINT — [ ——  REINFORCEMENTS SHALL BE INCIDENTAL TO THE BID ITEM FOR SP 511(QC), CLASS QC2 CONCRETE, BARRIERS AND 3 <
LEVEL 77 e N coscaaoodlboosleasna 7/ PARAPETS, USING TYPE 1 CEMENT. & [a)
CONSTRUCTION / 1T — = p—o= — . o
JOINT 35502 OR 3.5506 4" DIAMETER = 2/ | ® - | 7. DECK SLAB REINFORCEMENT ANNOTATED IN WESTBOUND SLAB ARE EQUAL AND OPPOSITE FOR THE EASBOUND SLAB.
sa01 /| 3:5502 OR 5-5506 CONDUIT (TYP,) 11715
SPA. @ 12" MAX 3-5502 OR 3-5506 | 8. PARAPET REINFORCEMENT ANNOTATED IN THE EASTBOUND PARAPETS ARE EQUAL AND OPPOSITE FOR THE
(TYP.) 5401 (TYP,) | SPA. @ 12"MAX (TYP.) WESTBOUND PARAPETS.
A spave) | MEDIAN BARRIER DEFLECTION VNV
Loz v 9.ALL MATERIAL, LABOR, AND EQUIPMENT REQUIRED TO INSTALL AND REMOVE TEMPORARY TIES AND BLOCKING FOR
DETAIL A DETAIL B JOINT SAWCUT DETAIL DECK INSTALLATION SHALL BE INCLUDED WITH SP 527 FOR PAYMENT.
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