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SPECIAL GYPSUM BOARD NOTES

1. RUNALL WALLS TO UNDERSIDE OF FLOOR OR ROOF DECK ABOVE UNLESS NOTED OTHERWISE. ALL RATED WALLS
TO BE FIRSTOPPED - REFER TO SPECIFICATION 07 84 13 FOR FIRE STOPPING INFORMATION.

2. COMPLETE CONSTRUCTION OF ALL FIRE RATED ASSEMBLIES PRIOR TO CONSTRUCTION OF ADJACENT NON-RATED
ASSEMBLIES.

3. PENETRATIONS AT FIRE RATED ASSEMBLIES SHALL BE FULLY FIRESTOPPED.

4. AT METAL STUD PARTITIONS, RUN GYPSUM BOARD TO UNDERSIDE OF FLOOR OR ROOF DECK ABOVE UNLESS
NOTED OTHERWISE.

5. AT CMU WALLS WITH GYPSUM BOARD FURRING, RUN GYPSUM BOARD TO 6" ABOVE FINISH CEILING.
6. PROVIDE HORIZONTAL BRACING FOR METAL STUDS PER STUD MANUFACTURER'S RECOMMENDATIONS.

7. PROVIDE MIN. 20 GAUGE METAL STUDS AT ALL WALLS WITH CERAMIC TILE FINISH AS INDICATED ON INTERIOR
ELEVATION AND FINISH SCHEDULE.

8. PROVIDE MOISTURE, MOLD, AND MILDEW-RESISTANT GYPSUM BOARD AT THE FOLLOWING LOCATIONS :
- ALL EXTERIOR WALLS INTERIOR FACE - FOR A DISTANCE OF 4'-0" FROM THE JUNCTION w/ EXTERIOR WALL
- RESTROOM WALLS AND CEILINGS
- WATER HEATER ROOM WALLS

9. GLASS-MAT, WATER-RESISTENT BACKING BOARD AT TILE WALLS ONLY

10. IN ADDITION TO THE ABOVE LISTED LOCATIONS, INSTALL MOISTURE- AND MOLD- RESISTANT GYPSUM BOARD
AT ALL LOCATIONS THAT MAY BE SUBJECT TO MOISTURE EXPOSURE DURING CONSTRUCTION.
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