
LEVEL 1
0"

6"

8
"

CONCRETE FOUNDATION AND SLAB
ON GRADE ON VAPOR BARRIER
OVER COMPACTED CRUSHED
STONE - REFER TO STRUCTURAL
DRAWINGS FOR SLAB THICKNESS
AND REINFORCING

WEEP VENTS @ 32" O.C. HORIZ.

CONT. THRU-WALL FLASHING w/ S.S.
DRIP EDGE

GROUT CORES SOLID BELOW
FINISH FLOOR

SEALANT

UNDERSLAB INSULATION - R-7.5
MIN. EXTEND HORIZ. AND VERT. 24"
FROM EXTERIOR

GYP. BD. - PAINT

MASONRY REINFORCING @ 16" O.C.
HORIZ. & VERT.

CONT. INSUL(R-12 MIN.)

AIR & MOISTURE BARRIER ON
EXTERIOR SHEATHING ON
COLD-FORMED METAL FRAMING

FACED BATT INSUL, R-19 MIN.

CONNECTION TO
FOUNDATION/FRAMING DESIGNED
BY COLD-FORMED METAL FRAMING
FABRICATOR

SCHED. BASE

FLASHING, CLOSURE TRIM AND
FRAMING PER MNFR'S STD DETAILS

METAL WALL PANEL SYSTEM

AIR & MOISTURE BARRIER ON
EXTERIOR SHEATHING ON
COLD-FORMED METAL FRAMING

CONT. INSUL(R-12 MIN.)

PREFIN. ALUM. FLASHING w/ DRIP
EDGE - COLOR TO MATCH METAL
WALL PANELS ABOVE

SHIM, BACKER ROD, AND SEALANT

SEALANT

ALUMINUM WINDOW

HEADER DESIGNED BY
COLD-FORMED METAL FRAMING
FABRICATOR. REFER TO
STRUCTURAL DRAWINGS FOR
CODE AND LOADING
REQUIREMENTS

FACED BATT INSUL, R-19 MIN.

VERT. GALVANIZED SUBGIRTS -
SIZE AND SPACING PER METAL
WALL PANEL MNFR'S STD DETAILS

GYP. BD. - PAINT

4
"

METAL WALL PANEL SYSTEM

CONT. INSUL(R-12 MIN.)

AIR & MOISTURE BARRIER ON
EXTERIOR SHEATHING ON
COLD-FORMED METAL FRAMING

EXTEND MEMBRANE ROOFING
OVER EXTERIOR SHEATHING UP
AND OVER BACKSIDE OF PARAPET
AND TERMINATE ON OUTSIDE FACE

METAL WALL PANEL PARAPET CAP -
SECURE TO WALL PER MNFR'S STD
DETAILS

COLD-FORMED METAL FRAMING
DESIGNED BY CFMF FABRICATOR.
REFER TO STRUCTURAL DRAWINGS
FOR CODE AND LOADING
REQUIREMENTS

FACED BATT INSUL, R-19 MIN.

FLASHING, CLOSURE TRIM AND
FRAMING PER MNFR'S STD DETAILS

FLASHING, CLOSURE TRIM AND
FRAMING PER MNFR'S STD DETAILS

VERT. GALVANIZED SUBGIRTS -
SIZE AND SPACING PER METAL
WALL PANEL MNFR'S STD DETAILS

MEMBRANE ROOF TERMINATES 
ON OUTSIDE FACE OF NAILER

PT WOOD NAILER

PRE-FORMED METAL ROOF 
EDGE w/ DRIP AT BOTTOM

MEMBRANE ROOFING OVER COVER
BOARD OVER RIGID INSULATION -
R-25 MIN. OVER METAL ROOF DECK
ON SLOPED METAL ROOF FRAMING

FILL VOID SPACES w/ 
EXPANDING FOAM INSUL. 

AIR & MOISTURE BARRIER ON
EXTERIOR SHEATHING ON
COLD-FORMED METAL FRAMING

CONT. INSUL(R-12 MIN.)

METAL WALL PANEL SYSTEM

VERT. GALVANIZED SUBGIRTS -
SIZE AND SPACING PER METAL
WALL PANEL MNFR'S STD DETAILS

PT WOOD BLOCKING

SELF ADHERED FLEXIBLE FLASHING

HORIZ. GALVANIZED Z FURRING

SEALANT

SHIM, BACKER ROD, AND SEALANT

ALUMINUM WINDOW

SEALANT

SOLID SURFACE WINDOW SILL

FLASHING

PREFIN. ALUM. FLASHING w/ DRIP
EDGE AND END DAMS - SLOPE TO
EXTERIOR - COLOR TO MATCH
WINDOW

WEEP VENTS @ 32" O.C. HORIZ.

MASONRY REINFORCING @ 16" O.C.
HORIZ. & VERT.

AIR & MOISTURE BARRIER ON
EXTERIOR SHEATHING ON
COLD-FORMED METAL FRAMING

CONT. INSUL(R-12 MIN.)

GYP. BD. - PAINT

FACED BATT INSUL, R-19 MIN.

SHIM, BACKER ROD, AND SEALANT

ALUMINUM WINDOW

HEADER DESIGNED BY
COLD-FORMED METAL FRAMING
FABRICATOR. REFER TO
STRUCTURAL DRAWINGS FOR
CODE AND LOADING
REQUIREMENTS

METAL WALL PANEL SYSTEM

FLASHING, CLOSURE TRIM AND
FRAMING PER MNFR'S STD DETAILS

AIR & MOISTURE BARRIER ON
EXTERIOR SHEATHING ON
COLD-FORMED METAL FRAMING

CONT. INSUL(R-12 MIN.)

FACED BATT INSUL, R-19 MIN.

GALVANIZED SUBGIRTS

GYP. BD. - PAINT

WEEP VENTS @ 32" O.C. HORIZ.

PREFIN. ALUM. FLASHING w/ DRIP
EDGE - COLOR TO MATCH METAL
WALL PANELS ABOVE

SEALANT

CONT. INSUL(R-12 MIN.)

MASONRY REINFORCING @ 16" O.C.
HORIZ. & VERT.

CONT. INSUL(R-12 MIN.)

METAL WALL PANEL SYSTEM

BURNISHED CMU VENEER

FLASHING, CLOSURE TRIM AND
FRAMING PER MNFR'S STD DETAILS

VERT. GALVANIZED SUBGIRTS -
SIZE AND SPACING PER METAL
WALL PANEL MNFR'S STD DETAILS

AIR & MOISTURE BARRIER

8" CMU WALL - REFER TO
STRUCTURAL DRAWINGS FOR
REINFORCING

AIR & MOISTURE BARRIER

METAL WALL PANEL SYSTEM

CONT. INSUL(R-12 MIN.)

SEALANT

ALUMINUM WINDOW

PREFIN. ALUM. FLASHING w/ DRIP
EDGE AND END DAMS - SLOPE TO
EXTERIOR - COLOR TO MATCH
WINDOW

SOLID SURFACE WINDOW SILL

VERT. GALVANIZED SUBGIRTS -
SIZE AND SPACING PER METAL
WALL PANEL MNFR'S STD DETAILS

BOND BEAM - REFER TO
STRUCTURAL DRAWINGS

BACKER ROD AND SEALANT

ALUMINUM WINDOW

PREFIN. ALUM. FLASHING w/ DRIP
EDGE - COLOR TO MATCH METAL
WALL PANELS ABOVE

METAL WALL PANEL SYSTEM

CONT. INSUL(R-12 MIN.)

AIR & MOISTURE BARRIER

FLASHING, CLOSURE TRIM AND
FRAMING PER MNFR'S STD DETAILS

SHIM, BACKER ROD, AND SEALANT

VERT. GALVANIZED SUBGIRTS -
SIZE AND SPACING PER METAL
WALL PANEL MNFR'S STD DETAILS
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GRAPHIC SCALE
SCALE: 3/4" = 1'-0"

A501

1 SECTION DETAIL

SCALE: 3/4" = 1'-0"

A501

6 SECTION DETAIL

SCALE: 3/4" = 1'-0"

A501

5 SECTION DETAIL

SCALE: 3/4" = 1'-0"

A501

4 SECTION DETAIL

SCALE: 3/4" = 1'-0"

A501

2 SECTION DETAIL

SCALE: 3/4" = 1'-0"

A501

3 SECTION DETAIL

SCALE: 3/4" = 1'-0"

A501

7 SECTION DETAIL

SCALE: 3/4" = 1'-0"

A501

8 SECTION DETAIL

SCALE: 3/4" = 1'-0"

A501

9 SECTION DETAIL
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