
D1

D1

D2

D3

D2

D3
D2

D4

D2

D5

D2

D2

D2

D6

D7

D9

D1

D4

D2

D1

D1

D6
D6

D13

D14

D10

D11

D12

CANOPY COLUMN 
TO REMAIN

CANOPY COLUMN 
TO REMAIN

D5

PHOTO 4

PHOTO 3

PHOTO 2

PHOTO 1

5
4

0
 W

h
it
e
 P

o
n

d
 D

ri
ve

, 
S

te
. 

E
 

A
k
ro

n
, 

O
h

io
 4

4
3

2
0

(3
3
0

)-
8
6
4

-7
7
5
5

C
H

E
C

K
E

D

IN
 C

H
A

R
G

E

D
E

S
IG

N
E

D

D
R

A
W

N

M
A

H
O

N
IN

G
  

C
O

U
N

T
Y

E
A

S
T

G
A

T
E

 T
O

L
L
 P

L
A

Z
A

 2
3
9

D
E

S
IG

N
 A

G
E

N
C

Y
P

R
O

J
E

C
T

D
A

T
E

:

O
H

IO
 T

U
R

N
P

IK
E

 A
N

D
 I
N

F
R

A
S

T
R

U
C

T
U

R
E

 C
O

M
M

IS
S

IO
N

C
:\
U

s
e
rs

\m
k
e
s
s
e
l\
D

o
c
u
m

e
n
ts

\O
T

IC
 T

o
ll 

P
la

z
a

T
P

2
3
9

 A
R

C
H

_
m

k
e

s
s
e
lE

4
G

8
K

.r
v
t

5
/1

4
/2

0
2
1

 9
:2

2
:3

8
 A

M

58
-2

1-
02

4/
19

/2
02

1

B
O

O
T

H
 E

X
T

E
R

IO
R

 D
E

M
O

L
IT

IO
N

 W
O

R
K

TD101

M
W

M

C
A

R
M

A
K

M
W

M

236

224

N
O

.
R

E
V

IS
IO

N
S

B
Y

D
A

T
E

1
A

D
D

E
N

D
U

M
 #

1
5
/1

3
/2

0
2
1

PHOTO 1PHOTO 2PHOTO 3PHOTO 4

SCALE: 1/4" = 1'-0"

TD101

1 BOOTH PLAN

DEMOLITION NOTES

D1 REMOVE ALL METAL SIDING, FLASHING, AND TRIM FROM EXTERIOR OF BOOTH UP
TO CANOPY ABOVE

D2 REMOVE ALUM. FRAMED WINDOW SYSTEM AND GLAZING

D3 REMOVE DOOR AND HARDWARE

D4 REMOVE THRESHOLD

D5 REMOVE JUNCTION BOX - CONDUIT TO REMAIN - PROTECT FROM WEATHER

D6 REMOVE SIGNAGE - SALVAGE FOR REUSE

D7 REMOVE TICKET PRINTING MACHINE - COORDINATE DISCONNECTION w/ OWNER

D9 CUT DOWN BOLLARD TO + 6'-4" A.F.F. - REMOVE HORIZONTAL SECTION - CAP TOP
OF VERTICAL PORTION TO REMAIN

D10 REMOVE RAIN DIVERTER ABOVE DOOR

D11 REMOVE DRIP EDGE AT ROOF

D12 REMOVE BOOTH ROOFING

D13 REMOVE METAL SIDING UP TO CANOPY ABOVE

D14 REMOVE SHEATHING AND INSULATION - FRAMING TO REMAIN
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1
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