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Top of Shaft

 of Arm at Luminaire End�

Transformer Base

DAVIT MONOARM TRUSS ARM LOW RISE

TRUSS ARM HIGH RISE LOW MAST

POLE COMPONENTS LIGHT POLE DESIGN NUMBER

4' Arms

Pole Cap

Arm Length

Support Height

up 3°
Cant Arm

up 3°
Cant Arm

up 3°
Cant Arm

"ON" = Post Top
"LM" = Low Mast
(If Unequal Arms Ex. 10B15B)
"BB" = Double Arm
"B" = Single Arm
Bracket Arm(s) 

See Note 1See Note 1

(Bottom of Shaft)
Top of Transformer Base 
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walls (no flutes).
All HL-10.11 poles are of round cross section with smooth 5.

and pole height.
Include manufacturer, date of manufacture (MO-YR),
Affix stamped aluminum pole label to all poles.4.

height/arm length combination.
Do not exceed pole manufacturer's recommended 3.

Do not provide nut covers for the pole base.2.

manufacturer (e.g., straight vs. curved lower-chords).
construction may vary slightly depending upon
Truss arms shown are schematic. Actual truss arm1.

:NOTES

POLE LABEL (Typ.)

 (Note 4)
Pole Label

AT = Aluminum Transformer 
A = Anchor
Base Type

   

(Apply to Underside of Enclusure)

WATT LABEL (REQ'D)

  LED LUMINAIRE

  CONVENTIONAL



(Note 1)

Luminaire, Lantern Style (Typ.)

Decorative Post-Top

(Note 1)

Luminaire, Acorn Style (Typ.)

Decorative Post-Top

Unfinished Aluminum

Galvanized Steel or

Square Tenon Attachment

Architectural,

M
a
x

. 
6

 ¾
"

SCD NUMBER

SHEET

DESIGN AGENCY

TOTAL

  

HL-10.11

2

L
IG

H
T

 P
O

L
E

 S
T

Y
L

E
S

2

REVISIONS

ENGINEERING

ROADWAY

OFFICE OF

01-15-2016
07-15-2016
01-20-2017
07-21-2017
01-19-2018
07-20-2018
07-19-2019
04-17-2020

STDS ENGINEER

Duemmel

T
R

A
N

S
P

O
R

T
A

T
IO

N
 A

D
M

IN
IS

T
R

A
T

O
R

S
T

A
T

E
 O

F
 O

H
IO

 D
E

P
A

R
T

M
E

N
T

 O
F

D
a
v
id

 L
. 
H

o
ls

te
in

3
0
"
 M

a
x
.

S
u

p
p

o
rt

 H
e
ig

h
t

Shall be 7" min. 

Butt Diameter of Shaft

Supplemental Spec. 916

Black Coating per

not Fluted.

Round or Multi-sided, but

Supplemental Spec. 916.

with Black Coating per

Galvanized or Aluminum 

3" Height.

2 ⅞" to 3" O. D. Tenon,

POST-TOP DECORATIVE LANTERN/ACORN

              (Note 4)

      CONVENTIONAL LUMINAIRE

      DECORATIVE LOW-PROFILE
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POST-TOP REST AREA

2 ⅞" to 3" O. D. Tenon

3
 ½
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.

Shall be 7" min. 
Butt Diameter of Shaft

       (Note 2)
Typical Post-Top Luminaire

walls (no flutes).
All HL-10.11 poles are of round cross section with smooth5.

Luminaire is specified by Plan Note. 4.

Luminaire is specified by Plan Note. 3.

equal, grey finish.
AEL Series 245L, Eaton MPH Woodbridge LED, or approved2.

Luminaire is specified by Plan Note. 1.

:NOTES

Bracket Arm Fitter
Self-leveling 2" O.D. Nom.

         (Note 3)

    TEARDROP LUMINAIRE

      DECORATIVE LED

Standard Truss Arm Standard Truss Arm

Standard Pole Cap
Cap

Standard Pole 

No Finial

Pole Label Pole Label
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